
PT GLOBALMRS INDONESIA zee ROCKET
ZR 2-2500 2V 2500Ah

Construction
Component Positive plate Negative plate Container Cover Separator Electrolyte Safety valve Terminal

Raw material Lead dioxide Lead ABS ABS AGM Sulfuric acid Rubber Copper

Constant current discharge characteristics unit: Ampere/Block (at 25°C, 77°F)
F.V/Time 30min 60min 2h 3h 4h 5h 6h 8h 10h 20h 24h
1.60V/cell 2275 1575 921 663 530 456 393 310 256 135 116

1.65V/cell 2230 1528 916 659 527 454 390 308 255 135 115

1.70V/cell 2161 1481 908 655 524 451 388 306 255 134 115

1.75V/cell 2109 1433 894 650 520 448 385 304 253 133 114

1.80V/cell 2032 1386 871 631 504 434 373 295 251 133 114

Constant power discharge characteristics unit: Watt/Block (at 25°C, 77°F)
F.V/Time 30min 60min 2h 3h 4h 5h 6h 8h 10h 20h 24h

1.60V/cell 4254 2993 1778 1299 1040 899 774 617 509 270 232

1.65V/cell 4169 2903 1767 1292 1033 894 769 613 508 269 232

1.70V/cell 4042 2813 1751 1283 1026 888 764 609 506 268 231

1.75V/cell 3944 2723 1725 1274 1019 882 758 604 503 267 230

1.80V/cell 3799 2633 1681 1236 989 855 736 586 500 265 228

Note 1: Above characteristics data can be obtained within three charge and discharge cycles.

Characteristics

(mm)

Specifications

Capacity
(25°C)

10HR (1.80V) 2500Ah

3HR (1.80V) 1875Ah

1HR (1.75V) 1375Ah

Terminal type T20

Internal resistance (Fully charged, 25°C) Approx. 0.18mΩ

Capacity
affected by
temperature

(10HR)

40°C 102%

25°C 100%

0°C 85%

-15°C 65%

Self-discharge
(25°C)

3 months Remaining capacity: 91%

6 months Remaining capacity: 82%

12 months Remaining capacity: 65%

Nominal operating temperature 25°C± 3°C (77°F± 5°F)

Operating
temperature

range

Discharge - 15°C~ 50°C (5°F ~ 122°F)

Charge - 10°C~ 50°C (14°F ~ 122°F)

Storage - 20°C~ 50°C (-4°F ~ 122°F)

Float charging voltage (25°C) 2.25 to 2.30V Temperature
compensation: -3mV/°C/Block

Cyclic charging voltage (25°C) 2.40 to 2.50V Temperature
compensation: -5mV/°C/Block

Maximum charging current 500A

Maximum discharge current 12500A (5 sec.)

Design life
15 years for floating (25°C)

Eurobat (20°C) >12 years, very long life.

Outer dimensions (mm)

Nominal voltage 2V (2 cells per unit)

Rated capacity (10HR) 2500Ah/10.8V

Dimensions

Length 710±2mm (27.95inch)

Width 350±2mm (13.78inch)

Height 345±2mm (13.58inch)

Total height 382±2mm (15.04inch)

Approx. weight 157.00kg (346.13lbs)±3%

Terminal type (mm)

Valve Regulated Lead Acid Battery

T20 φ20
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Torque: 12.3±2.5N.m



PT GLOBALMRS INDONESIA zee ROCKET

Temperature effects on capacity

Temperature (°C)
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Discharge characteristics (25°C)
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Self-discharge characteristics

Storage time (months)
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Charging characteristics (25°C)

Temperature (°C)
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